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(54) Titre : INDICATEUR DE DOSES AMfiLIORfi POUR DISPOSITIF DE DISTRIBUTION DE PRODUIT FLUIDE 



(57) Abstract: The invention 
relates to a dose indicator (A) 
which is intended for a fluid product 
dispensing device (B). The inventive 
indicator consists of at least one 
rotary counting means (10) which 
can move in rotation and which 
comprises indicator means (15), 
said indicator means indicating 
the number of doses that have 
been distributed or that remain 
to be distributed. Moreover, said 
at least one counting means is 
actuated by an actuation member 
(35) which is in turn actuated by 
a transmission element (34) that 
is designed to co-operate with the 
dispensing device each time the 
latter is actuated. The dose indicator 
comprises amplification means 
which are designed to amplify 
the movement of the transmission 
element (34) with each actuation, 
such that the movement of the 
actuation member (35) is greater than 
the movement of the transmission 
element (34). 

(57) Abrege : Indicateur de doses 

(A) pour dispositif de distribution de produit fluide (B), comportant au moins un moyen de comptage rotatif (10) deplacable en 
rotation, ledit au moins un moyen de comptage comportant des moyens d' indication (15), indiquant le nombre de doses distributes 
ou restant a distribuer, ledit au moins un moyen de comptage e*tant actionn6 par un organ e d'actionnement (35) lui-meme action^ 
par un element de transmission (34) adapte* a coop£rer avec ledit dispositif de distribution a 

[Suite sur la page suivante J 



m 35 



5 H 



< 



O 




WO 2005/017463 A2 1111111111^ 



MK, MN, MW, MX, MZ, NA, NI, NO, NZ, OM, PG, PH, 
PL, PT, RO, RU, SC, SD, SB, SG, SK, SL, SY, TJ, TM, TN, 
TR, TT, TZ, UA, UG, US, UZ, VC, VN, YU, ZA, ZM, ZW. 

(84) Etats designes (sauf indication contraire, pour tout titre 
de protection rigionale disponible) : ARIPO (BW, GH, 
GM, KE, LS, MW, MZ, NA, SD, SL, SZ, TZ, UG, ZM, 
ZW), eurasien (AM, AZ, BY, KG, KZ, MD, RU, TJ, TM), 
europeen (AT, BE, BG, CH, CY, CZ, DE, DK, EE, ES, FI, 
FR, GB, GR, HU, IE, IT, LU, MC, NL, PL, PT, RO, SE, SI, 



SK, TR), OAPI (BF, BJ, CF, CG, CI, CM, GA, GN, GQ, 
GW, ML, MR, NE, SN, TD, TG). 

Publiee : 

— sans rapport de recherche internationale, sera republiie 
dks reception de ce rapport 

En ce qui concerne les codes a deux lettres et autres abrivia- 
tions, se refirer aux "Notes explicatives relatives aux codes et 
abriviations" figurant au dibut de chaque numiro ordinaire de 
la Gazette du PCT. 



chaque actionnement de celui-ci, ledit indicateur de doses comportant des moyens d 'amplification adaptes a amplifier le emplacement 
dudit 616ment de transmission (34) a chaque actionnement, de sorte que le deplacement dudit organe d'actionnement (35) est superieur 
au deplacement dudit 6\6ment de transmission (34). 



